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SECTION A-A / NOTES

1. Existing curb & gutter, if any, must be sawed.
2.  Reinforce drive with #3 bars at 18” C-C, supported by standard chairs (3’ max spacing). 
3.  Sidewalk section thru driveway to be the same thickness as the driveway approach & tooled to match 
 the sidewalk.
4.  Scarify, remove organic materials, and compact subgrade to mininum 95% ASTM D698, optimum moisture 
 content or above.
5.  Drill into existing street at 18” centers, 12” deep, epoxy #3 bars into existing pavement.
6.  Driveway curb cut shall not extend into intersection radius or curb inlet transition.
7.  All concrete for drive approach shall meet the quality on general paving standards sheet and 
 shall receive a light broom �nish. 
8.  All concrete shall be class “C” containing a minimum of 6 sacks of Type 1 cement per yard and have a 
 minimum compressive strength of 3,600 P.S.I.  at 28 days (303.3.4.2).
 Aggregate shall be 100% crushed angular stone (1” max). 
 All concrete placed shall contain su�cient air entraining agent to yield 5% air content.
 All other admixtures shall require the permission of the Engineering Department.
 Fly Ash may be used in mix designs as detailed in NCTCOG (303.2.4) 20% max.  Fine aggragate not to 
 exceed 50% manufactured sand.


